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REMOVABLE BARREL PLUGS
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DIN 72651A - TERMINALS ASSIGNMENT

ISO 8092 - BLADE TERMINALS: 6,3 x 0,8 mm
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TERMINAL DESIGNATIONS (DIN 72552)

2 30 INPUT

3 87z INPUT FROM + BATTERY PERMANENT

4 15 IGNITION

5 87a OUTPUT NORMALLY CLOSED

6 31 GROUND

8 87 OUTPUT NORMALLY OPEN
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* DO NOT SWITCH GROUND TO CONTROL THE TIMER
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TIMING DATA

TIMING ACTION DELAY ON OPERATE - DELAY OFF RELEASE

ADJUSTABLE DELAY 0.1 SEC. TO 6 HOURS

ACCURACY ±5% NOMINAL VALUE

OPERATE TIME <10 ms

RELEASE TIME < 5 ms

TECHNICAL CHARACTERISTICS T.40.206.A1 T.40.406.A1

INPUT DATA:

RATED VOLTAGE 12 VDC 24 VDC

OPERATING VOLTAGE 9V - 15V DC 18V - 30VDC

MAX ALLOWABLE OVERDRIVE VOLTAGE 16 VDC 32 VDC

QUISCENT CURRENT 5mA 7mA

OPERATING CURRENT (RELAY ON)

35mA 20mA

CONTROL CURRENT (+15) ≈ 0,5 mA

CONTROL VOLTAGE (+15) 7,5 - 30 VDC

OUTPUT DATA:

CONTACTS FORM SPDT

CONTACTS MATERIAL

AgSnO₂

RATED CURRENT 10A / 15A

MAX SWITCHING VOLTAGE 30 VDC

MAX SWITCHING POWER 240W

OPERATE TIME MAX 15ms

RELEASE TIME MAX 10ms

ELECTRICAL LIFETIME

> 100.000 OPS @ 30 ops/min

MECHANICAL LIFETIME 10.000.000 OPS

INSULATION RESISTANCE > 100MΩ at 500VDC

ENVIRONMENTAL DATA:

OPERATING TEMPERATURE -30°C ÷ +60°C

STORAGE TEMPERATURE MAX 80°C

REVERSE POLARITY PROTECTION -30VDC

OTHER:

PROTECTION INDEX IP50

VIBRATION RESISTANCE 10-50Hz 1.5mm

MATERIALS

PART ID: MATERIAL: FINISH/ COLOR:

1 PA6 GF30 BLACK

2 PA6.6 GF30 BLACK

3 CuZn Sn

4 LDPE NATURAL

5 Fe Zn

SWITCH "B" AND POTENTIOMETER "A"  FUNCTION

POSITION SWITCH "B" TIME ADJUST "A"

0 DELAY OFF
0,5 SEC. TO 10 SEC.

1 DELAY OFF 5 SEC. TO 60 SEC.

2 DELAY OFF
0,5 MIN. TO 10 MIN.

3 DELAY OFF 5 MIN. TO 60 MIN.

4 DELAY OFF 30 MIN. TO 360 MIN.

5 DELAY ON 30 MIN. TO 360 MIN.

6 DELAY ON 5 MIN. TO 60 MIN.

7 DELAY ON
0,5 MIN. TO 10 MIN.

8 DELAY ON 5 SEC. TO 60 SEC.

9 DELAY ON
0,5 SEC. TO 10 SEC.
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